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IMPORTANT NOTICE - DISCLAIMER - The information contained in this brochure is general in nature. In 
particular the content of this brochure does not take account of specific conditions that may be present 
at your site. Site conditions may alter the performance and longevity of the product and in extreme 
cases may make the product wholly unsuitable. Actual dimensions and performance may vary. If your 
project requires accuracy to a certain specified tolerance level you must advise us before ordering the 
product from us. We can then advise whether the product will meet the required tolerances. Where 
provided, installation instructions cover installation of product in site conditions that are conducive to its 
use and optimum performance. If you have any doubts as to the installation instructions or their 
application to your site, please contact us for clarification before commencing installation. This brochure 
should not be used for construction purposes and in all cases we recommend that advice be obtained 
from a suitably qualified consulting engineer or industry specialist before proceeding with installation. © 
Copyright held by Geofabrics Australasia Pty Ltd. All rights are reserved and no part of this publication 
may be copied without prior permission.

INSTALLATION GUIDELINES
Storage and Handling
Keep rolls stored on a dry, clean and even surface fully 
wrapped to protect the product from UV exposure. 

Product Installation
1. Measure wall height and cut length of CordrainTM.

CordrainTM can be cut using most commonly
available cutting blades. Ensure that CordrainTM

is not walked on that would result in damage to
the product.

2. Place CordrainTM up against the wall with the
geotextile facing the soil you wish to drain.

3. Fix with masonry nails through a 50mm
x 50mm pad of plywood or if waterproofing
materials have already been applied then fix
with a contact adhesive covering 5 raised
cuspates at 1m centres.

4. Join sheets horizontally by overlapping the black
core layer by 75 – 100mm. The top geotextile is
then lapped over the bottom geotextile and then
taped down in position. Vertical joints are made
similarly by overlapping cores and geotextile and
taping down the top geotextile.

5. At the top of the CordrainTM the fabric
must either be turned over the core or
secured against the wall using tape to
prevent ingress of soil into the core.

6. Peel back the geotextile at the base of the
core and place Megaflo collector drain up
against the core along the base of the wall
and  lay geotextile back over Megaflo.

7. Backfill materials should be installed within 2
weeks to cover the CordrainTM from exposure
to UV. The backfill should be free draining to
allow water to flow through to CordrainTM. Clay
is not allowed. Backfilling and compaction to
be carried out in accordance with the project
specification.
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